
Ellam FLEX 6600
Superior Z-cap + wire coils + felt dampening

design © Troels Gravesen

Scan Speak kit
www.jantzen-audio.com for 2 speakers

07 06 2013
Coils: dim. mm
Coil No. Wire Ø mm AWG mH Ohm ø x h x Ø pcs
121 1.80 13 1.30 0.23 25 x 30 x 71 2
1131 1.00 18 1.80 0.74 25 x 30 x 46 2
1104 1.00 18 0.39 0.29 25 x 15 x 42 2
1288 1.00 18 0.82 0.48 25 x 30 x 40 2

Caps type volt uF mm, Ø x L
Superior Z PP 800 15 C2031 52x70 2
Superior Z PP 800 22 C2041 52x70 2
Superior Z PP 800 10.0 C1021 46x70 2
Electrolytic elect. 100 100 C1041 16x34 2

Resistors watt ohm mm, 10 W
MOX 10 1.0 R2021 8 x 53 4
MOX 10 15 R2041 8 x 53 2
Superes 10 2.2 R1011 8 x 53 2
Superes 10 1 5 R1041 8 x 53 2Superes 10 1.5 R1041 8 x 53 2
Superes 10 5.6 R1051 8 x 53 2
Superes 10 22.0 R1061 8 x 53 2
Superes 10 1.5 alt R1011 8 x 53 2
Superes 10 3.3 alt R1011 8 x 53 2

Miscellaneous item #
terminals satin nickel C/GN/6/27/BP2N pair 1
ports #900023 50 x 145 2
wire, red silver plated PFTE meters 3
wire, black silver plated PFTE meters 3
solder tag strips gold plated 2

felt material, 9 mm square meters 0,5m² 1

acoustilux, 30 mm square meters 0,25m² 1

drivers
ScanSpeak 15W/8530-K00 not delivered by Jantzen Audio 2
ScanSpeak D3004/660000 not delivered by Jantzen Audio 2
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