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Coils: dim. mm
Wire Coil No. Wire @ mm AWG mH Ohm gxhx0@ core
5329 1.40 8.20 0.33 46 x 56 24635
5173 1.40 6.80 0.29 46 x 55 24635
Wax Coil 16 1.00 0.37 72
Wax Coil 16 0.18 0.33 10 x 35 0
Caps leads type uF mm, @ x L
Cross-Cap axial 400 68.00 48 x 62
Superior-Z-cap axial 800 22.00 51x70
Superior-Z-cap axial 800 5.60 30x56
Superior-Z-cap axial 800 1.00 18x43
Silver Z-cap axial 800 5.60 36*56
Resistors, MOX ohm 10w mm, 10 W
MOX 10.00 X 8 x 53
MOX 1.80 X 2 8 x 53
MOX 22.00 x ’ 8x 53
MOX 5.60 X / 8 x 53
MOX 1.00 X 8 x 53
MOX 2.20 X T att. 8 x 53
MOX 2.70 X T att. 8 x 53
Miscellaneous
terminals, pairs satin nickel ¥ pairs
wire 2.5 mm~2, Supra black f ¥ 6 meters for bass
wire silver plated cobber in teflon Y & red 4 meters for mid+tw
wire silver plated cobber in teflon black 4 meters for mid+tw
front grille black fabric 0,5 x 1,75 meter
grille fasteners 900102
grille fasteners 900112
green felt bitumen pad with felt layer 2 x (500 x 500 x 8 mm) sgm 0,50 sqm

solder tag strips

DRIVERS
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TW034

waveguide

Eminence DeltaLite 2515

not supplied by Jantzen Audio

Freight cost to be added
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Danmark
DKK incl VAT DKK excl VAT
10.415.00 8.332.00

European Union
EUR incl VAT
1.410.00

weight
discs g/ea total pcs
5507 714 1428.0 2
5507 670 1340.0 2
369 738.0 2
0 41 82.0 2
110.0 440.0 4
170.0 1360.0 8
75.0 150.0 2
16.0 32.0 2
75.0 150.0 2
8 32.0 4
8 16.0 2
8 16.0 2
8 16.0 2
8 16.0 2
8 16.0 2
8 16.0 2
50 200.0 4
30 30.0 1
20 20.0 1
20 20.0 1
150 150.0 1
12
12
1.19 2.4 2
10 40.0 4
3140 6280.0 2
1180 2360.0 2
400 800.0 2
Gross weight 18,0 kg 86
World North America
EUR excl.VAT US Dollars
1.130.00 1.545.00



