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Coils: dim. mm

Coil No. AWG mH Ohm ø x h x Ø core pcs

WAX 12 1,80 0,26 Ø 99 0 2

WAX 14 0,27 0,12 Ø 56 0 2

Caps type volt uF mm, Ø x L

Silver-Z-cap axial 800 5,6 36x56 2

Superior Z-cap axial 800 12 41x57 2

Resistors ohm mm

10 watt Superes 1,0 8 x 53 6

10 watt Superes 1,5 T att 8 x 53 2

10 watt Superes 2,2 T att 8 x 53 2

Miscellaneous item #

terminals, pairs satin nickel C/GN/6/27/BP2N pairs 4

    terminal bridge     gold plated 4

wire 2.5 mm^2, Supra black for bass  3 meters 1wire 2.5 mm^2, Supra black for bass  3 meters 1

wire silver plated copper in teflon black 7 meters 1

wire silver plated copper in teflon red 7 meters 1

solder tag strips 3

cable ties 6

Dampening

8 mm grey felt 1000 x 2000 x 8mm 1 sqm 0.50 meter 1

30 mm acoustilux 350 g/m² 1000 x 500 x 30 mm 0.6 sqm 1.20 meter 1

drivers

JA8008 2

SEAS T35C002 2

JA waveguide, T35 threads 2

2512 not supplied by Jantzen Audio 4 pcs.

Gross weight approx. 17 kgs 46

The below prices are without shipping cost

Scandinavia Scandinavia EU World USA & Canada only

DKK incl VAT DKK Excl. VAT EUR incl VAT Euro US Dollar

7.491,25 5993,00 1.013,00 810,00 1.141,00


